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Seal and rivet 30x30 galv steel angle
seal to meterbox all round

10mm min. cover to weatherboard

Cant strip where required for support

Wall underlay turned into 
framing opening, �exible
�ashing tape to trimmer and
turn up 100mm at ends

5mm min. clearance

5

Fit airseal around all 
sides of meterbox
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Seal and rivet 30x30 galv steel angle
seal to meterbox all round

10mm min. cover to weatherboard

Head �ashing with 15° slope
extended to 20mm beyond
edge of meterbox, 35mm min. upstand
10mm min. cover to �ange

10mm min. cover

Smartclad™ Bevelback Weatherboards

Smartclad™ Bevelback Weatherboards

15mm drip edge

Cavity batten

Additional wall underlay �ap, lapped
over head �ashing upstand

Wall underlay turned into 
framing opening, �exible
�ashing tape to trimmer and
turn up 100mm at ends

5mm min. clearance

5

Fit airseal around all 
sides of meterbox
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Head �ashing with 15° slope
35mm min. upstand
10mm min. cover to �ange

10mm min. cover

Smartclad™ Bevelback Weatherboards

Additional wall underlay �ap, lapped
over head �ashing upstand

Note : Jamb detail similar to sill with angle to give cover to
weatherboard with a Smartclad pre-scribed 40 x 10mm or 40 x 18mm scriber 

Note : Jamb detail similar to sill with angle to give cover to
weatherboard with a Smartclad pre-scribed 40 x 10mm  or 40 x 18mm scriber 


